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§ 75.1716–3 Applications for permits.

An application for a permit required
under this section shall be filed with
the Coal Mine Safety District Manager
and shall contain the following general
information:

(a) Name and address of the com-
pany.

(b) Name and address of the mine.
(c) Projected mining and ground sup-

port plans.
(d) A mine map showing the locations

of the river, stream, lake, or other
body of water and its relation to the lo-
cation of all working places.

(e) A profile map showing the type of
strata and the distance in elevation be-
tween the coal bed and the river,
stream, lake or other body of water in-
volved. The type of strata shall be de-
termined by core test drill holes as pre-
scribed by the Coal Mine Safety Dis-
trict Manager.

§ 75.1716–4 Issuance of permits.

If the Coal Mine Safety District Man-
ager determines that the proposed min-
ing operations under water can be safe-
ly conducted, he shall issue a permit
for the conduct of such operations
under such conditions as he deems nec-
essary to protect the safety of miners
engaged in those operations.

§ 75.1717 Exemptions.

[STATUTORY PROVISIONS]

No notice under § 75.1716–1 and no per-
mit under § 75.1716–2 shall be required
in the case of any new working section
of a mine which is located under any
water resource reservoir being con-
structed by a Federal agency as of De-
cember 30, 1969, and where the operator
is required by such agency to operate
in a manner that adequately protects
the safety of miners.

§ 75.1718 Drinking water.

[STATUTORY PROVISIONS]

An adequate supply of potable water
shall be provided for drinking purposes
in the active workings of the mine, and
such water shall be carried, stored, and
otherwise protected in sanitary con-
tainers.

§ 75.1718–1 Drinking water; quality.

(a) Potable water provided in accord-
ance with the provisions of § 75.1718
shall meet the applicable minimum
health requirements for drinking water
established by the State or community
in which the mine is located.

(b) Where no state or local health re-
quirements apply to drinking water or
where no state or local minimum
health requirements exist, drinking
water provided in accordance with the
provisions of § 75.1718 shall contain a
minimum of 0.2 milligrams of free chlo-
rine per liter of water.

§ 75.1719 Illumination; purpose and
scope of §§ 75.1719 through 75.1719–
4; time for compliance.

(a) Section 317(e) of the Act (30 U.S.C.
877(e)) directs and authorizes the Sec-
retary to propose and promulgate
standards under which all working
places in a mine shall be illuminated
by permissible lighting while persons
are working in such places §§ 75.1719
through 75.1719–4 prescribe the require-
ments for illumination of working
places in underground coal mines while
persons are working in such places and
and while self-propelled mining equip-
ment is operated in the working place.

(b) Mine operators shall comply with
§§ 75.1719 through 75.1719–4 not later
than July 1, 1978.

[41 FR 43534, Oct. 1, 1976, as amended at 43 FR
13564, Mar. 31, 1978]

§ 75.1719–1 Illumination in working
places.

(a) Each operator of an underground
coal mine shall provide each working
place in the mine with lighting as pre-
scribed in §§ 75.1719–1 and 75.1719–2 while
self-propelled mining equipment is op-
erated in the working place.

(b) Self-propelled mining equipment;
definition. For the purposes of §§ 75.1719
through 75.1719–4, ‘‘self-propelled min-
ing equipment’’ means equipment
which possesses the capability of mov-
ing itself or its associated components
from one location to another by elec-
tric, hydraulic, pneumatic, or mechan-
ical power supplied by a source located
on the machine or transmitted to the
machine by cables, ropes, or chains.
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